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1 
1.1 

General information 
Read first, then start 

WARNING! 
Read this documentation thoroughly before carrying out the installation and commissioning. 
▶ Please observe the safety instructions! 

 
These modules are accessories for Platinum VSD & VSD - Plus inverters. 
They may be operated under the same conditions as the inverters. 
Deviating or additional operating conditions are given in this document. 
 

You will find information on wiring and commissioning in the mounting and switch-on instructions 
of the inverter. 
 
 
Information and tools with regard to the LEESON products can be found on the Internet: 
http://www.LEESON.com à  Download 
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2 
2.1 

Product description 
Keypad 
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2.2          USB module 
Interface to the PC 
The USB 2.0-connecting cable is used to connect the inverter with a PC with the »EASY Starter« LEESON 
Engi- neering Tool. The »EASY Starter« serves to configure the inverter via graphical interfaces. They create 
diag- nostics with trend functions or monitor parameter values. 
Parameterising without supplying the inverter with voltage: If you connect the inverter directly to the PC 
without a hub, in many cases the USB interface of the PC is sufficient for the voltage supply. 

Inverters with network option EtherCAT, PROFINET or EtherNET/IP must be supplied with an addi- 
tional voltage for setting parameters if a connection cable longer than 3 m is used. 
Please observe the following for USB modules labelled as "PRE-SERIES": Inverters with network 
option EtherCAT, PROFINET or EtherNET/IP must always be supplied with an additional voltage for 
setting parameters. 
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2.4 Blanking cover 
Protection and optics 
The blanking cover protects the terminals and provides for uniform optics if no other module is plugged on. 
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Blanking cover 
Order code Version VPE 

Piece 
174359.00 Protection against dust 

Uniform optics 
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3 
3.1 

Mounting 
Mounting steps 

The mounting steps are the same for all diagnostic modules and the blanking cover. This example 
shows the installation of the USB module. 

 
 
1.  Hook the diagnostic module into the upper mounting slots. 

 

2.  Turn it downwards until it engages into the lower mounting slot. 

  

The diagnostic module is mounted. 
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